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FullScale Max 660 - Huge Size/Reliable/Precise
3D Printer - 1n8auRUWAWOE
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1n3avAun FullScale Max 660,
PLA Filament 1000g $udu 200y,
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Buildtak

Glass bed

Heating plate

Metal support

OPTIMIZED FOR A VARIETY OF FILAMENTS

Heated build platform gives you a good range of
materials to print with ABS, PLA, dissolvable filament
asn Biduwanadinldsanransstiau ABS, PLA,
Fuazanath/ddu 1a:due

TECHNICAL SPECIFICATIONS

Product name: Fullscale Max 660 $oduf Fullscale Max 660

Build size (LDH): 600x600x600mm auaBunuRELWTE (nxexa) 600x600x600 U.u.

Number of nozzles: 2, Nozzle dia.: 0.3, 0.4, 0.5, 0.8, 1.0mm Fuoukdliveg 2 Ko Bunaskowuw 0.4 u.v.(0.3,0.5, 0.6, 0.8, 1.0)
Minimum thickness: 0.05 mm nawunuwanawas’c{ﬁao 0.05 v.u.

Positioning accuracy: XY: 5.08 micron, Z: 1.25 micron AxwUNUugwaIdKuITuinu XY: 5.08 Tuasou, Z: 1.25 Tuaseu
Printing speed: 120 mm/s, Opfimum 45 mm/sec AwiSslumsiuwasaa 120 u.u./3und, AnuiSoinusdn 45 u.u./5uA
Traveling speed: 200 mm/s amuislumsindoufiveard@uy 200 u.u./5uA

Nozzle temperature: Max. 350 Degree anQGQJqqﬁn“amuM 350 oJmM

Hot bed femperature: Max. 100 Degree anqﬁamqﬁ'un'uuiuui 100 asm

Ambient Operating Temperature: 15-32 Degree grunnresurusTdnu 15-32 aum

Build Plate: Microcrystalline Ceramic Panel INuBuwzda Microcrystalline Ceramic Panel

Filament materials: PLA, ABS, PVA, Wood, Carbon Fiber, efc. Jaquuw PLA, ABS, PVA, Wood, Carbon Fiber, Nylon, Flexible ||a:5u°1
Filament diameter: 3.0 mm iduchgugnatsganiduwanadn 3.0 v.u.

0S platform: Windows 7, 8, 10, Mac 0SX swuudjudmsisessu Windows 7, 8, 10, Mac OSX
Connectivity: USB msidoudo ans USB na: Flash Drive

Software: CreatBot multi-language version sowWinsSAT CreatBot multi-language

File format: STL, OBJ, GCode, Amf Tw&Rsessu STL, OBJ, GCode, Amf

Control chip: ATmega 2560 ruoswUszudaua ATmega 2560

LCD Size: 4.3" Touch Screen with Multi-language 2u1039 LCD 4.3" Touch Screen with Multi-language

Power supply: 100~240V 50-60Hz, 1000W madluid 100~240V 50-60Hz, 1000W

Machine dimensions wt: 915x845x1085mm 125kg aunaindas: 915x845x1085 L.u. 125 n.n.

Packaging dim. wt: 1000x1030x1360mm 190kg (pallet) anaingassauussanturi: 1000x1030x1360 U.w. 190 n.n. (pallet)
Outage Resfored: Sava data when power is off awnsnivdidaldifeludu

Filament Detection: Pause printing when filament run out unnsrdmsoqaomé“uumaanlL‘]alé’umo

Aufomatic Shut-down: Turn off the power automatically when Uandososlassalul@iioduiaga

prinfing is complete
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